
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO.  907-407-2 CODE:  (SP) 
 
DATE: 07/22/2014 
 
SUBJECT: Tack Coat 
 
Section 407, Tack Coat, of the 2004 Edition of the Mississippi Standard Specifications for Road 
and Bridge Construction is hereby amended as follows: 
 
907-407.02.1--Bituminous Material.  Delete the second sentence of the first paragraph of 
Subsection 407.02.1 on page 281, and substitute the following: 
 
When not specified, the materials shall be as specified in Table 410-A on page 293. 
 
907-407.03.3--Application of Bituminous Material.  Delete the first paragraph of Subsection 
407.03.3 on page 281, and substitute the following. 
 
Tack coat shall be applied with a distributor spray bar.  A hand wand will only be allowed for 
applying tack coat on ramp pads, irregular shoulder areas, median crossovers, turnouts, or other 
irregular areas.  Bituminous materials and application rates for tack coat shall be as specified in 
Table 410-A on page 293.  Tack coat shall not be applied during wet or cold weather, or to a wet 
surface.  Emulsions shall be allowed to "break" prior to superimposed construction. 
 
907-407.05--Basis of Payment.  Delete the pay item at the end of Subsection 407.05 on page 
282, and substitute the following: 
 
907-407-A: Asphalt for Tack Coat * - per gallon 
 
 * Grade may be specified 
 


